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INSTRUCTIONS FOR INSTALLING 405562, 405563 OR 
406047 MODIFICATION KIT TO THE 40CAB251/ZZ 
COMMON CABINET CORE TO FORM THE VARIOUS 


ARRANGEMENTS LISTED BELOW 
CABINET CODE | 
DESCRIPTION 
7 Logic U/Monitor 


4OCAB251/AB 
Monitor/Opcon 


40CAB251/AC 
Support (Used With 
40C-400 Controller) 


4OCAB251/ZZ 
4OCAB251/ZZ 


405563 
405562 


4O0CAB251/AE 4OCAB251/ZZ 406047 | Logic U/Monitor 


(Used wita 40C304 
Controller) 


KD (EIA) 


1. GENERAL 


1.01 This specification provides necessary information for installing any of 
the above listed modification kits into a 40CAB251/ZZ Cabinet to complete 
the desired cabinet code. 


1.02 All instructions on unit packing cartons and labels shown inside the 
cabinets should be adhered to. 


1.03 Complete description and parts identification for cabinet 40CAB251/ZZ can be 
found in section 582-212-700 or Manual 352 as an aid for location and 
identification. 


2. MODIFICATION KIT LISTINGS 
2.01 Following are the modification kits part listings: 


@ 405562 modification kit (see Paragraph 3.01 for installation instructions) 


Qty Part No. Description Qty Part No. Description 
1 3598 Nut 1 401227 Tab, terminal 
6 92260 Lockwasher 1 405038 Connector, plug 
4 180714 Screw 1 405565 Plate, front 
1 181249 Screw w/lockwasner 1 407066 Clamp, cable 
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2.01 (Cont) 


@ 405563 modification kit (see Paragrapn 3.02 for installation instructions) ' 


Qty Part No. Description Qty Part No. Description ». 
2 3598 Nut 1 312918 Strap, nylon 
4 93582 Washer 1 341891 Cable assy 
1 104807 Washer 1 401224 Strip, ground 
4 107116 Lockwasher 1 401262 Trim, monitor 
2 151631 Screw conn. 
4 151723 Screw 1 401263 Trim, ac area 
1 152893 Screw 1 401714 Clip 'y 
4 156653 Washer 6 401825 Clip, spring “ 
1 181241 Screw w/lockwasher 1 405047 Cable, ac input 
1 407055 Chassis w/fan 
assy 
2 407078 Strip, ground 


@ 406047 modification kit (see Paragraph 3.03 for installation instructions) 


Qty Part No. Description Qty Part No. Description 
1 121244 Clamp, cable 1 405047 Cable, ac 
1 325287 Nut w/lockwasher 1 406046 Cable, monitor : 
1 401224 Strip, ground l 406065 Screw, 10-32 ) 
1 401714 Clip © 2 407078 Strip, ground " 
6 401825 Clip 
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3. INSTALLATION 


3.01 Installation of the 405562 modification kit requires the following steps: 


LATCH 


Install three 92260 lockwashers and 
three 180714 screws and tighten. 


Ref. 
4OCAB251/ZZ 


Mount the 405565 front plate by 
locating notch on each side over 
its respective latch on the cabi- 
net. Move front plate bracket 
until projections fall into locat- 
ing holes in cabinet side. Front 
plate should be flush with cabinet 
side panels. 


@) Install 92260 star washers, 401227 ter- 
minal and 180714 screw in this position 


@ Attach the terminals of the as shown. 
405051 ac monitor cable into eae iee 
the 405038 connector exactly @® Mount 407066 cable 
to the color code, make sure clamp as shown by 
the terminals are fully first starting 
seated. 181249 screw into 


weld nut from 
Note: 405051 cable is below and 
included with 40CAB251/2Z tighten 3598 NUT 
cabinet. securely. | ~~92260 LOCKWASHER 


Nn 
ee 


~ 


407066 


| 
| Weld nut on 
@If present, ee | bottom of 
remove 401262 ~ cabinet. 
trim and 
hardware. 


© Install 405038 
connector on 
405050 ac dis- “i 
tribution assembly ; eae 

i al fi 
exactly as shown. 


| 
et oe 
@®The 40CAB251/ZZ is now converted. eee ter Dea 
Mark Cabinet identification plate erg: Po 
with appropriate Modification Kit ad 
181249 
Number. [ 
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3.02 Installation of the 405563 modification kit requires the following steps: 


Attach the terminals of the 
405051 ac monitor cable into 
the 405038 connector of the 
405047 cable exactly to the 
color code, make sure the 
terminals are fully seated. 
(Note: 405051 cable is 
included with 40CAB251/ZZ 
cabinet. ) 


@ Install the 405038 
connector of the 405047 
ac fan cable into the 
405050 ac distribution 
assembly as shown. 


WARNING: Cables ~ 45 
must be prop- {4 _ 

erly dressed £@ 
and seated. 


See Figure 
1 on Page 9. 


G) Loosen hardware and mount 
connector of 341891 monitor 
cable with keys toward the 
rear, insert connector 
ground terminal exactly as 
shown. 


@ Insert cable retainer 
plate into tabs on 
lower surface of 


cabinet top member. (4) Using 312918 nylon strap, 


tie monitor cable to cabinet 
tab. (Cable tie lock of 
nylon strap must be located 
on top as shown.) 
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3.02 (Cont) 241 


3598 
152893 
wes 107116 


104807 
© Mount 401263 trim . 
+ 


to cabinet using 


indicated hardware. 401262 vA, (7 Mount 401262 trim 
to cabinet using 
107116 indicated hardware. 
iC) The two screws and 
151631 two lockwashers 
mount from the 


REF. 


401251 
ae 


bottom. 


® Mount 401224 ground strip 
to cabinet by removing the 
release paper, and center- 
ing the strip in plated 
area of the base pan with 
the open end of the spring 
pointing to the rear. 


Starting at one end 

gently lift each finger.— 
Use a screwdriver tip to apply sufficient 
pressure to assure initial bond. 


Install and fully seat the six 
401825 clips, one clip is in the 
center of each 407078 ground strip, 
the other four clips should be lo- 
cated per requirements shown below. 


Locate the two 407078 ground strips 
per requirements shown below and 
secure using the pressure sensitive 
adhesive. 


407078 1/8" TYPICAL 


DOOR 


FLANGE | 
401825 
CLIP 
+.187 
GROUND 1,125 -1.500 
STRIP +.187 


(Bottom View) 
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3.02 (Cont) 


ee Slide 407055 chassis 


w/fan into the cabinet 


until it passes by the y 
cabinet latch (audible 
Reach in and connect the click). 


407047 ac cable: to the : 
connector on the 408050 Secure cabinet for 
ventilation assembly, slide shipping with hardware 
chassis w/fans all the way indicated. 

into the cabinet. 


Note: 402166 plate, 151690 screw, and 117535 flatwasher packed in a bag are a 
used to retain Opcon cable that is part of the controller, see mounting location ) 
below. 


| 402166 


Zz 151690 
a eae 
REF. i. 


CHASSIS 117535 
FRAME ' 


@© The 40CAB251/Z2Z2 is now converted. Mark cabinet identification 
plate with appropriate Modification Kit Wumber. 


Page 6 


@Install the 405038 
connector of the 
405047 ac fan cable 
into the 405050 ac 
distribution assem- 
bly as shown. 

WARNING: Gables 
must be prop- <& 
erly dressed 
and seated. 
See Figure 

l on Page 9. 
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Installation of the 406047 modification kit requires the following steps: 


AD Attach the terminals of the 
405051 ac monitor cable into 
the 405038 connector of the 
405047 cable exactly to the 
color code, make sure the 
terminals are fully seated. 
(Note: 405051 cable is 
included with 40CAB251/ZZ 
cabinet. ) 


fg 


(3)Loosen hardware and mount 
connector of 406046 monitor 
cable with keys toward the 
rear, insert connector 
ground terminal exactly as 
shown. Remove front 85471 
screw and replace with 
406065 screw. Attach cable 
to the 121244 cable clamp 
and mount to cabinet with a 
325287 nut. Tighten other 
screw. 


KEYS 
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3.03 (Cont) 


REF. 
CABINET 


Mount 401224 ground strip 
to cabinet by removing the 
release paper, and center- 
ing the strip in plated 
area of the base pan with 
the open end of the spring 
© Starting at one end pointing to the rear. 


gently lift each finger. 


©) Use a screwdriver tip to apply sufficient 
pressure to assure initial bond. 


(8)Install and fully seat the six 
401825 clips, one clip is in the 
center of each 407078 ground strip, 
the other four clips should be lo- 
cated per requirements shown below. 


@ Locate the two 407078 ground strips 
per requirements shown below and 
secure uSing the pressure sensitive 
adhesive. 


oS 


DOOR 
FLANGE 
SPRING 407078 1/8" TYPICAL 
CLIP 
GROUND gM GTR EO 
STRIP 


(Bottom View) 


® the 40CAB251/Z2Z is now converted. Mark Cabinet identification 
plate with appropriate Modification Kit Number. 
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NOTE: Cables must be dressed and seated exactly 
as shown. 


405051 CABLE MONITOR AC 


3/8" APPROX. 


401714 CLIP INSERT 
BOSS ON CLIP INTO 
HOLE ON BACKSIDE OF 
CABINET. 


405047 CABLE WITH 
MAGNET (MAGNET TO 
BE ATTACHED TO SIDE 

OF CABINET), W) 


BLACK ———_—. 4 (ff , 
GREEN ——— 5 ITS 
6 


WHITE ———— 


405050 A.C. Cy ~ 
DISTRIBUTION 
ASSEMBLY: q 


Figure 1 
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